
INSPECTION RESPONSIBILITY / SUB FLOORS 

1. INSPECTION RESPONSIBILITY 

Prestige laminate flooring is produced in precise working steps in one of the most modern production sites. Half -finished 

products, as well as finished products, will be constantly and strictly controlled. Despite our strict quality controls, damages on 

single panels can occur, i.e. transportation damages. Therefore it is required to double-check each panel before and during the 

installation job. 

2. SUB FLOORS 

2.1 All sub floors must be prepared for installation in accordance with normal sub floor preparation procedures and accepted  

tolerances within the flooring industry. Please consider the following points before starting to install your Prestige Floor:  

MOISTURE TEST: 

The test will be carried out using a CM-device and should not exceed the following moisture level: 

For cement-based concrete 2 CM % - heated concrete 1.8 CM % 

For anhydrite / anhydrite flowing concrete (calcium sulphite concrete) 0.5 CM % - heated concrete 0.3 CM % 

These values apply to concrete floors without additives. With the use of additives and in case of fast-setting concrete, the 

measurements and limits specified by the respective manufacturer shall apply. 

T he test material must be obtained from the lower one-third of the concrete floor. During this process, the concrete floor 

thickness must be measured and documented. 

EVENNESS TEST: 

Evenness requirements are based on industrial typical standards. Maximum tolerance of 3 mm per / m (1/9” per three ft).  

Evenness must be measured using a levelling rule with a length of 250 cm (98“). 

LOAD CAPACITY: 

The sub floor has to be a closed and self supporting surface. 

CLEANNESS TEST: 

The sub floor has to be in a clean and vacuumed condition. 

CLIMATE CONDITION TEST: 

The following conditions should be fulfilled before, during and after the installation:  

a room temperature of a minimum of 18° C (64° F) 

a floor surface temperature of a minimum of 15° C (59° F) 

a relative humidity between 40 % and 70 % 

2.2 Laminate flooring from Kronotex installed as a floating flooring configuration can be installed on all sub floors which meet the 

above described requirements. Here are some examples: 

all types of concrete sub floors, including hot water radiant sub floor systems  

particle board sub floor constructions 

fibreboard sub floor constructions 

existing flooring surfaces such as PVC, linoleum, natural stone slab, ceramic tiles  

UNSUITABLE SUB FLOORS ARE: 

textile surfaces i. e. carpets 

LIMITED SUITABLE SUB FLOORS ARE: 

electrical radiant sub floor heating systems (controlled through the surface temperature)  

 

Basically, an electrical radiant sub floor heating system is an approved sub floor type only if the heating element is installed 

within the concrete or other sub floors and not installed as a foil heating element on top of the concrete or other sub floors. 

Electrical radiant sub floor heating systems installed as a foil heating element may be used only if the manufacturer of the heating 

element can ensure that the surface temperature never exceeds 28° C (83° F). 
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ELASTIC FLOORING SURFACES (PVC, LINOLEUM, VINYL)  

With these types of flooring, installing a PE film moisture barrier is not required since the elastic flooring assumes the function of 

a moisture barrier. In order to improve impact sound, a system-specific insulating layer is recommended. 

WET ROOMS 

ATTENTION! Prestige laminate flooring is not suitable for installations in wet rooms such as bathrooms, saunas or in 

similar rooms. 

3. INSTALLATION PREPARATIONS 

ACCLIMATISATION OF THE PANELS 

The laminate flooring has to be brought into the room where it will be installed or in a room with the same climate condition 

before starting the installation. The acclimatisation will be carried out as following: 

in sealed, unopened boxes for a time period of at least 48 hours flat laying with at least 50 cm (20”) distance to the walls 

at a room temperature of at least 18° C (64° F) at a floor surface temperature of a minimum of 15° C (59° F) at a relative       

humidity between 40 % and 70 % 

INSTALLATION DIRECTION 

Laminate flooring looks best when installed parallel to the light coming in through the windows. In the event that the sub floor 

construction consists of hardwood flooring boards or wood strip flooring, you have to install the laminate flooring at 90        

degrees to the sub floor boards. 

PLANNING THE FIRST ROW 

After determining the best layout of the flooring and the starting wall, measure the width of the room and divide it by the 

width of the laminate flooring panels to determine the number of rows and the width of the last row. If the last row is deter-

mined to be less than 5 cm (2”) wide, it should be adjusted by cutting the first row lengthwise. 

PLANNING OF EXPANSION GAPS 

Since Prestige laminate flooring is made of organic materials, it is subject to certain movement behaviours (shrinkage/ 

expansion) due to changes in climate conditions. Right sized expansion gaps to all fixed points will allow the laminate flooring 

to move in its natural kinesic behaviour. It is required to have expansion gaps of 8 mm to 10 mm (1/3” to 2/5”) to all fixing 

points i.e. 

walls, door frames, stairs, around pipes, … 

PLANNING OF TRANSITION MOULDINGS 

You have to install transition mouldings in the following areas because of the natural kinesic behaviour of laminate flooring: 

at all door throughways at all passage ways, angular rooms, single room length and/or with more than 10 m (33 ft) 

 







HOW TO CARE FOR YOUR LAMINATE FLOOR 
Laminate flooring is one of the toughest and hardest wearing floor coverings and is very simple 
to care for ensuring it retains its beautiful look, a simple routine of dry mopping, vacuuming and 
sweeping will keep loose dirt and grit off its surface and prevent scratching from occurring. 

Footmarks, dirt and stains can be removed with a thoroughly wrung out mop Never use a wet 
mop or excessive amounts of water in cleaning laminate floors. 

More stubborn stains and marks can be removed with mild solvents with an alcohol content or 
with acetone nail polish remover Never use abrasive cleaners or scourers when cleaning a    
laminate floor. 

The use of mats covering entrances form outside areas will prevent one of the biggest causes of 
surface scratches when dirt and grit is bought in underneath footwear. 

Always lift furniture items they should never be dragged on laminate floors and the use of felt 
pads placed underneath will prevent surface damage during smaller movements and daily use 
at the point of contact with the floors surface. 

 Never use a wet mop or large amounts of water during cleaning 

 Never use abrasive cleaners or scourers  

 Never use wax’s or floor polishes during cleaning 

 Do use drip trays underneath pot plants 

 Do use mats in high traffic areas and at the entrances to your laminate floor 

 Do use soap free cleaners during regular cleaning 

 Do remove any spills as soon as they occur 

 Minor damages can be repaired with touch in kits to suit the colour of the floor 

Spending a small amount of time looking after your new laminate floor will ensure that it        
continues to look at its best and provide you with many years of carefree use without the need 
of costly maintenance and repairs. 


